
SideCam

FrontCam

Laser

Follow us:

VETTER Industrie GmbH
Carl-Benz-Strasse 45
57299 Burbach / Germany

(0)2736 4961-0 
info@forks.com www.forks.com

SmartFork® Basic
Step-by-step assembly instructions 
for SmartFork® applications:

and / or

or

The SmartFork® applications can be used individually or in combination.

These instructions are intended as a supplement to the operating instructions. 
The safety instructions in the official operating manual must always be followed.

Watch the 
assembly video!
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Please note that, since the SmartFork® Basic can be equipped with different applications, the scope of 
delivery also varies.

SideCam

FrontCam

Laser

wireless set

1 pair of forks

 +
battery pack

monitor set

 +

SmartFork® Application Scope of delivery

 +
1 pair of forks

SmartFork® Basic
Step-by-step assembly instructions



130 180

50

72 79

53
43

43

114

16
4

8

4x Ø5 3x M6

10
5

9281

106

52

28

68

Follow us:

VETTER Industrie GmbH
Carl-Benz-Strasse 45
57299 Burbach / Germany

(0)2736 4961-0 
info@forks.com www.forks.com

SmartFork® Basic
Step-by-step assembly instructions
Power supply and form of data transmission may differ depending on the applications installed into the fork. 
If SmartFork® Basic is only equipped with a laser, then the package will only include the battery pack. 
Therefore, installation is finished after step 4.
Each SmartFork Basic comes with a cable diagram. This shows which cable connects to which port.

Battery pack Wireless set
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SmartFork® Basic
Step-by-step assembly instructions

Step 1: Remove backrest, if required

Step 2: Install forks
· Remove original forks, if equipped.
· Open the locking mechanism.
· Slide on the forks.
· Close the locking mechanism.
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SmartFork® Basic
Step-by-step assembly instructions

Step 3: Install backrest
For installation instructions, please refer to the 
OEM recommendations for the backrests.

Step 4: Wireless set and battery set
Mount the wireless transmitter on the battery housing, then plug in the connectors and connect it to the SmartFork®. 
Find a suitable location on the attachment‘s backrest to install the pack with the following guidelines:
· Battery should be kept free of loads and mast interference.
· Easier access to the battery should always be provided so that it can be easily removed for charging
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SmartFork® Basic
Step-by-step assembly instructions

Step 5: Locate and mount the monitor
· Find a suitable location for readout and easy access to monitor.
· Install RAM-holder in the cabin.
· Install the monitor to the RAM-holder.
· Connect monitor to the wireless receiver.
· Connect monitor to truck power.

Step 6: Place radio set
Place the wireless receiver in the driver‘s cab with enough 
space to reach it.
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SmartFork® Basic
Step-by-step assembly instructions

Step 7: Pairing
Pair the wireless set to the monitor by pressing the „pair“ button on wireless transmitter and receiver.


